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Presntly, there are two most frequently used parameterezations of linear x-y coupled motion in an
accelerator. They are Edwards-Teng parametrization and Mais-Ripken parameterization. The article is
devoted to look into close relationship between the two representations, thus adding a clarity to their
physical meaning. It also discusses the relationship between the eigen-vectors, the beta-functions, second
order moments and the bilinear form representing the particle ellipsoid in the 4D phase space. The
considered representation is a further development of Mais-Ripken parameteresation. The particle motion is
descrabed by 10 parameters: four beta-functions, four alpha-functions and two betatron phase advances
which have a meaning similar to the Courant-Snyder parametrization. In comparison with Edwards-Teng
parameterization the chosen parametrization has an advantage that it works equally well for analysis of
coupled betatron motion in circular accelerators and in transfer lines. Considered relationship between
second order moments, eigen-vectors and beta-functions can be useful in interpreting tracking results and
experimental data. As an example, the developed formalizm is applied to the FNAL electron cooler and
Derbenev’s vertex-to-plane adapter.

Introduction

In many applications analysis of coupled betatron motion is an important part of the
machine design. The development of accelerator technology has stimulated additional
interest in the subject in recent years. Initially betatron coupling was an undesired effect and
efforts were made to suppress it. However, over recent years betatron coupling has become
an intrinsic part of many accelerator proposals'™¥. Although many studies of the coupled
motion have been performed over the last 30 years® ', in our opinion there is still no
representation of coupled betatron motion that would be as elegant as the Courant-Snyder
parametrization” for the one-dimensional case. Presently, two different basic
representations are most frequently used. The first one was proposed by Edwards and
Teng™ and the second one by Mais and Ripken®. This article follows the steps of the
second representation, where in addition to four beta-functions and two betatron phases we
introduce four alpha-functions. That yields a complete set of ten independent parameters to
parametrize a 4x4 symplectic transfer matrix. The beta-functions have similar meaning to the
Courant-Snyder parametrization, and the definition of alpha-functions coincides with the
standard one in regions with zero longitudinal magnetic field, where they are equal to
negative half-derivatives of the beta-functions. The article also gives a correspondence
between the proposed parametrization and the Edwards-Teng parametrization. It reveals
their close interconnection and it simultaneously lends more clarity to their physical
meaning.
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The first section is mainly based on references [6], [8] and [16]. They describe the
equations of motion, the notation and the basics of the theory developed in the 50’s and the
60’s. Section 2 sets relations between eigen-vectors, emittances and the particle 4D-ellipsoid

in the phase space. Sections 3—5 develop the proposed representation and Section 6 shows
its correspondence to the Edwards-Teng parametrization.

1. Equations of Motion and Condition of Symplecticity

The two-dimensional linear motion of a particle in a focusing lattice structure can be
described by the following set of equations:

x"+(Kx2 +k)x+(N—%R'jy—Ry' =0 ,
1 (1.1)
v (&) —k)y+(N+ER'jx+Rx’ =0

Here x and y are the horizontal and vertical particle displacements from the ideal orbit; the
derivatives are calculated along the longitudinal coordinate 5; K, , =eB /Pc; k=eG/Pc;

N=eG /Pc; R=eB /Pc; B, , B, and B, are the corresponding components of the

magnetic field; G is the normal component of the magnetic field gradient; and G, is the

skew component of the magnetic field gradient (a quad tilted by +45 deg around the s axis in
the right-handed coordinate system).
The Hamiltonian® corresponding to Eq. (1.1) is

y

2 2
p. +p 2 R*\x’ 2 R* )y’ R
H="""2 4| K +k+— |—+| K, —k+— |—+Noy+—=lp, —xp,) , (12
5 [ 4j2 [ 1 3 y 2(ypx py) (1.2)

and the corresponding canonical momenta are
, R
p,=x =)y ,
* 2
1.3
R (1.3)
Pyt

Rewriting Eq. (1.3) in matrix form we obtain the relation between the canonical, X, and the
geometric coordinates, X,

x=Rx |, (1.4)
where
X X 1 0 0 0
o 0O 1 —-R/2 0
X= P , x=| | , R= / , (1.5)
y y 0 O 1 0
p, Qy R/2 0 0 1

0. =x" and 6, =y'. Here and below we put a cap above transfer matrices and vectors

related to the canonical variables.
Introducing matrix H,



R2

K’ +k+ -5 0 N ~R/2
H- 0 ! R/2 . 0 (1.6)
N R/2 K-k + 0
—-R/2 0 0 1]
one can rewrite Egs. (1.1) and (1.2) in the matrix form:
X =UHx , (1.7)
ds
H = %f;THﬁ , (1.8)
where the unit symplectic matrix U is introduced as follows,
0 1 0 O
-1 0 0 O
U= . (1.9)
0 0 0 1
0 0 -1 0
For any two solutions of Eq. (1.7), X,(s) and X, (s), one can write that
d dx,' dx
—(‘ITUf;z): LU, +%, U—2=%,"H'U'U%, +%,UUHX, =0 ,  (1.10)
ds ds ds
and, consequently,
%," Uk, = const . (1.11)

The above integral of motion is called the Lagrange invariant. Above in Eq. (1.10) the

following properties of the unit symplectic matrix were employed: U"U =1 and UU = -1
where I is the identity matrix.

b

Let us introduce the transfer matrix from coordinate 0 to coordinate s, X = M(0,s)x,,

and the corresponding transfer matrix for the canonical variables, X = M(0, §)X, . Using Eq.
(1.4) one finds that the matrices are bound up as following

M(0,5) = R(s)M(0,5)R(0) " . (1.12)
Taking into account that the invariant of Eq. (1.11) does not change during motion, we can
write that

%,"UR, =%,"M(0,5)" UM(0,5)%, = const . (1.13)
As the above equation is satisfied for any X it yields
M(0,s5)" UM(0,5)=U . (1.14)

Eq. (1.16) expresses the symplecticity condition for particle motion. It is equivalent'” to
#’=16 scalar equations, but taking into account that the matrix M(O,S)TUM(O,S) is

antisymmetric, only six ((#"—n)/2 = 6) of these equations are independent. Consequently,
only 10 of 16 elements of the transfer matrix are independent. Thus, the symplecticity
condition imposes more severe limitations than Liouville’s theorem, which imposes only one
condition, det(M)=1, and leaves 15 independent parameters.



Consider a circular accelerator with the total transfer matrix M. The transfer matrix has
four eigen-values, A,, and four corresponding eigen-vectors, V, (7 =1, 2, 3, 4),

MV, = A9, . (1.15)

Below, we will consider the case of a stable betatron motion, meaning all four eigen-values

are confined to a unit circle and none of them is equal to £1. For any two eigen-vectors the

symplecticity condition of Eq. (1.14) yields the identity

0=2,%, UM%, - 2%, )= (M3, ] UNIY, - 2.9 "UAY, =(1-2,4 ) "U%, . (1.16)

which determines that the eigen-values always appear in two reciprocal pairs[&m, and,

consequently, the four eigen-values split into two complex conjugate pairs. We will denote

*

* * . . o A * ~ A
them as A, 4, , A, and 4, , and the corresponding eigen-vectors as V,, Vv, , v, and V, ,

where ~ denotes the complex conjugate value.
From Eq. (1.16) we obtain the following set of orthogonality conditions:

v,'Uv, 20,

v,"Uv, 20,

A Tyya (1.17)
v, Uv, =0,

VUV, =0 ifiz),

where 9" = 9" . The values in the two top lines of Eq.(1.17) are purely imaginary, indeed:

(FUd) = (U =9 U == UY (1.18)
Therefore we normalize the eigen-vectors as follows:

v,/ Uv, =-2i , Vv, Uv,=-2i ,

v,/ v, =0 v,/ UV, =0 (1.19)

v,)Uv, =0 ¥,70v, =0

Other combinations can be obtained by applying the transposition and/or the complex
conjugation to Eqs. (1.19). Similarly as for the transfer matrix elements, there are only six
independent real scalar equations among Egs (1.19).

2. Relation between Eigen-vectors and Emittance Ellipsoid in 4D Phase Space

The turn-by-turn particle positions and angles (at the beginning of the lattice) can be
represented as a linear combination of four independent solutions,

X= Re(Ale‘”’" V, +de™ 02)
’ "o ' "o (21)
= Al(v1 cosy, +V, sin 1,//1)+ Az(v2 cosy, +V, sin %) ,

where four real parameters, A4, A, y; and v, , represent the betatron amplitudes and phases.
The amplitudes remain constant in the course of betatron motion, while the phases change
after each turn.

Let us introduce the following real matrix

~ i " ' "
V=|:V1 =V, L.V, —V, } . 2.2)

This allows one to rewrite Eq. (2.1) in the compact form



X=VAE, | (2.3)
where the amplitude matrix A is
0 0
4 0 0
(2.4
A4, 0

S}

0 4

[\S]

and
cosy,

—siny,

E, = . (2.5

cosy,
—siny,

Applying orthogonality conditions given by Eqs.(1.19), one can prove that matrix Visa
symplectic matrix. It can be seen explicitly as follows:

~ A* ~ A*A A* ~ A*T
~ ~ V,+V vV, —V V, +V V, —V
T
VUV{Izl,_lz_l,2 2 B Z}U
1

2.6)

2i
Here we took into account that every matrix element in matrix V' UV can be calculated

using vector multiplication of Egs. (1.19). Furthermore, the symplecticity of matrix \% yields

the following useful expression for the inverse matrix, v

V'=-Uv'u |,
where we took into account that U'U = T and U' = —U, and 1 is the identity matrix.

Let us consider an ensemble of particles, whose motion (at the beginning of lattice) is

contained in a 4D ellipsoid. A 3D surface of this ellipsoid is determined by particles with
extreme betatron amplitudes. For any of these particles, Eq. (2.3) describes the 2D-subspace
of single-particle motion, which is a subspace of the 3D surface of the ellipsoid, described by
the bilinear form

RTER =1 . 2.8)
This ellipsoid confines the motion of all particles. To describe a 3D surface, in addition to

@.7)

parameters ¥, and y, of Eq. (2.5), we introduce the third parameter y; so that the vector §
would describe a 3D sphere with a unit radius, according to the equation
©e)=1 . 2.9)
where
Cosy, cosy,
—siny, cos
&= Vicosvs | (2.10)
cosy, siny,
—siny, siny,

Then, we can rewrite Eq. (2.3) in the following form,



% = VAE, 2.11)
which describes a 3D subspace confining all particles of the beam. In other words we can
consider that the amplitudes of the boundary particles are parameterized by v,
(A, —>A,cos s, A,—>A,cosys.), so that we would obtain a 4D ellipsoid.

Expressing & from Eq. (2.11) and substituting it into Eq. (2.9), one obtains the quadratic
form describing a 4D ellipsoid containing all particles:

& ((VA)1 )T (Val's=1 . 2.12)

Comparing Eqgs. (2.8) and (2.12) and using Eq. (2.7), one can express the bilinear form, E,
as follows :

E=UVE'V'U’ : (2.13)

where E'= A" A" is a diagonal matrix depending on two amplitudes 4, and 4,, and we

i

took into account that matrices A~ and U commute.
To determine the beam emittance (volume of the occupied 4D phase-space) described by
Eq. (2.8) we invert Eq. (2.13). That yields,
E=V'EV . (2.14)
As can be seen, a symplectic transform V reduces matrix = to its diagonal form. Then, in
the new coordinate frame the 3D ellipsoid enclosing the total 4D phase-space of the beam
can be described by the following equation:

02 A 12 A g2 A g2
ELpx+E,p +ELY T HELD, =1 . (2.15)
It is natural to define the beam emittance as a product of the ellipsoid axes (omitting the

factor 1*/2 correcting for the real 4D volume of the ellipsoid) so that
1 1

Eyp = F————= = (2.10)
ELERELREY \/det(E’)
Calculation of the determinant using Eq. (2.14) yields,
1 A4,)
E4p = = ( 1 2) = (AIAZ )2 . 2.17)

Jdew@)  [detcV)|

Here we took into account that det(V) =1, which is a direct consequence of matrix V
symplecticity. Thus, the squares of amplitudes 4, and A4, can be considered as 2D emittances
& and &, corresponding to the eigen-vectors Vv, and V,. They coincide with the horizontal
and vertical emittances of the uncoupled motion so that & & = &,,. Consequently, one can
write matrix Z' as
/g, O 0 0
, 0 1/g 0 0
= . (2.18)
0 0 1/, 0
0 0 0 1/g

>
|

A
p—

Similarly to the one-dimensional case the particle ellipsoid shape, described by matrix &,
determines the beam emittances & and &, , and the eigen-vectors Vv, and V,. In this case the
beam emittances are reciprocal to the roots of the following characteristic equation,



detE-iau)=0 . (2.19)
One can prove the above using Egs. (2.13) as follows:

det(E—iAU)=det(UVE'VTU" —i4U)=det(& - iA U"V UVU )=

det(é’ —iA U): (Lz e ILZ - 12] 0 . (2.20)

& &

Knowing the beam emittances and consequently =’

, one can obtain from Eq. (2.13) a
system of linear equations for matrix V,

EVU =UVE' . (2.21)
Multiplying the above equation by u,, one obtains two equations for the eigen-vectors:

[é—LUJo, =0 2.22)
&
where /=1, 2, and

1 0

—1 0

u, = ol u, = { . (2.23)

0 —1

We also took into account that \A7ul =V,, Uu, =—iu, and E'u, = glu,.
I

Taking into account Eq. (2.8) a Gaussian distribution function for coupled beam motion
can be written in the following form:

A 1 IAT"A
X)=——exXp| ——X =X . 2.24
f(x) inie e p( 2 j (2.24)

Then, the second-order moments of the distribution function are
S o=3% =83 FR)dE* = ! X X IAT&A i 2.25
y =XX, = | X5X, f(X)dx” =——— | X, X, exp| ——X EX [dx” . (2.25)
dr e g, 2

To carty out the integration one can perform a coordinate transform, ¥ =V 'X, which

A
p—

reduces matrix & to its diagonal form. After simple calculation one obtains the matrix of the
second-order moments

g 0 0 O

& o0 &g 0 0.,

=V V. (2.20)
0 g 0
0 0 0 g

One can easily prove by direct substitution that matrix X is the inverse of matrix E.

Consequently, a symplectic transform VU reduces matrix X to its diagonal form. Applying

A

a similar scheme as above for obtaining emittances and eigen-vectors from matrix =, one

A

finds that the beam emittances & and &, can be computed from matrix X as roots of its
characteristic equation,



det(ﬁU +il I): 0o &=1, , (2.27)
while the equations for the eigen-vectors are

BU+iglf, =0 . (2.28)
It also follows from Eq. (2.26) that the total beam emittance is equal to

£, = 6.6, =det2) . (2.29)
3. Beta-functions for Coupled Motion

Employing previously introduced notation, one can describe a single-particle phase-space
trajectory along the beam orbit as

X(s) = M(O,S)Re(w/gﬁle‘“"l + 52{,26—%)
= Re( /glf,l(s)e—i(%m(s)) + gzi‘,z(s)e—i(l//2+/t2(s))) :

where the vectors f’l(s)Eei”‘ml\A/I(O,s)Q1 and f’z(s)Eewz(‘S)I\A/I((),S)\Af2 are the eigen-

(3.1)

vectors of the matrix I\A/I(O,S)I\A/[M(O,s)fl, v, and W, are the initial phases of betatron

motion and M =M(0,L) is the transfer matrix for the entire ring. The terms e and

=iy ()

e are introduced to bring the eigen-vectors to the following standard form:

VB (9) VB ()e™

iu (s)+a,,(s) Wy (8)+a,, () o2 ()

. B (s) . P (5)
v, (s) = m@ivl(s) , V,o(s)= ﬂzy ) R (3.2)

i, (5) 4, () i, (5) + 0, (5)

IBIy(S) ﬂZy(S)

so that g(s) and 4,(s) would be the phase advances of betatron motion. Here B,.(s), B,,(s),
B..(s) and B, (s) are the beta-functions; &,.(s), a,,(s), &, (5) and @, (s) are the alpha-functions
which, as will be shown in the next section, coincide with the beta-functions’ negative half-
derivatives at regions with zero longitudinal magnetic field; and six real functions #,(s), #,(s),

15(35), #4(5), V,(s) and v,(s) are determined by the orthogonality conditions of Eq.(1.19). Below
we will be omitting their dependence on s where it does not cause an ambiguity. Two eigen-

vectors v, and V, were chosen out of two pairs of complex conjugate eigen-vectors by
selecting #, and #, to be positive.
The first orthogonality condition of Egs. (1.19),
A+ A~ . .
(8,708, )= 20, +u,)=-2i |, (3.3)
yields # = 1— u, , and similarly for the second eigen-vector, #, = 1— #;. The next two
. A Tyra A Tyra . ..
equations, v, Uv, =0 and v, Uv, =0, are identities.
Taking into account the above relations for # and #, the remaining two non-trivial
orthogonality conditions can be written as follows,



(5,00%,)- —[,/ Loy, [Pl ]]

(3.4)
[ P, Je [P a]J o
R (L (TAIVA T T |
x 2x 655

_( Zz [i(u3 —1)—a2y]+ }ﬁ—z[mz +a1y]}”1 =

Multiplying both terms in Eq.(3.4) and Eq.(3.5) by their complex conjugate values one
obtains

A7+l 0w+ tuy)f =47 + e, —u) v, |

2 1 2 2 1 2 (3'6)
A7+l 0wy —x uy)f =47 + e, 0—up) -, uy |
where
Ax = Kxalx - Kx_labr >
A =x azy a, (3.7)
K, =
ﬂZy

Subtracting Eqgs. (3.6) ylelds u,=n;. Substituting #,=u;=u into the first equation of Eqgs. (3.0)
one obtains the following expression for

A -4
_szKyz + szKy2[1+,(22(1 K K )J

—K
u= ——— . (3.8)
-K.K,

By definition # is a real function® and #, and #, are positive. That sets that » < 1 and a
constraint for possible Values of beta- and alpha-functions:

A —A (

2—1 K. K‘ )<1 . (3.9)
K, —K,

X

Knowing # makes it easy to find v,+v, and v,—V, from Eqs (3.4) and (3.5):
) _ A +ilk (1 u)+x, u

iv

- )y u)

© = —Z(K‘y(l u)+/< lu)
L (3.10)

eiv, Eei(Vl—Vz) A +l( x(l u) I/l)

A +1( y(l u)—K lu)

and, consequently v, and v,

? Eq. (3.8) also demonstrates that if beta- and alpha-functions are not correctly chosen, so that the value of
the discriminant is negative, u becomes imaginary, thus redetermining the alpha-functions.



LY L T e
21 (3.11)
Vo= (v =v )l -m)

Here 7 and m are arbitrary integers. As one can see from Eqgs. (3.10) and (3.11) v_and v, are
determined modulo 2w, but v, and v, are determined modulo 7. Actually there are only two
independent solutions. The first one corresponds to the case when both 7 and » have the
same parity, which is equivalent to #+# = »-n = 0. The second one corresponds to different
parity of 7 and #, which is equivalent to z+n = m-n = 1.

Below we will call thirteen functions, 5., B,, Bos Boy Qs Ay Qoy Qo 11, Vi, Vs, 1 and p1,
the generalized Twiss functions. Only 10 of them are independent. Other can be determined
from the symplecticity conditions. Although for known eigen-vectors the Twiss parameters
can be determined uniquely it is not the case if we know only beta-functions. In this an
application of symplecticity conditions leaves four independent solutions for the eigen-
vectors. Two of them are related to the sign choice for # in Eq. (3.8), and other two (for
each choice of #) are related to uncertainty of v, and v, in Eq. (3.11). The later is related to
the fact that the mirror reflection with respect to the x or y axis does not change f's and o’s
but changes the relative signs for the x and y components of the eigen-vectors’, with
subsequent change of v and v, by & It is opposite to the case Edwards-Tang
parameterization (see Section 6), where knowing eigen-vectors does not yield unique
solution for the Twiss parameters but knowing Twiss parameters uniquely determines eigen-
vectors.

Finally, we can express the eigen-vectors v, and V, in the following form:

ﬁlx ﬂerivz

3 u+a,, o

v, = \/_1 , Y, = Fax) . (3.12)
VB e" JBey

w+oy, i(l—u)+a2y
ﬂZy

_\/ﬂTye _ |

That yields the following expression for matrix \% (see Eq.(2.2))

B 0 \/ﬂ_h cosv, —\/,B_zx sinv,

a, l—u usiny, —a, cosv, ucosv, +a, sinv,

Vb Vb, Bo P
\/ﬂTy cosy, — B, sinv, By, 0

usiny, —,, Cosv;  ucosv, +¢, sinv, Q,, 1-u

=

<>
Il

. (3.13)

181)) ﬂly ﬂZy ﬂZy

3 It can also be achieved by change of the coupling sign (simultaneous sign change for gradients of all skew
quads and magnetic fields of all solenoids), which does not change the beta-functions but does change the
v-functions by 7.

10



Here v, and v, and u are determined by the beta- and alpha-functions from Egs. (3.8), (3.10)
and (3.11).

In the case of weak coupling one should normally choose V, as the eigen-vector, which

mainly relates to the horizontal motion, and Vv, to the vertical motion. In the case of strong
coupling the choice is arbitrary. As can be seen from Eq. (3.12), in determining beta- and
alpha-functions, swapping two eigen-vectors causes the following redefinitions: [, <>f,. ,
Byop, , o, , a,a, , n=>1-u, v > —v, and v,—> —v,. One can verify that Egs.
(3.8) and (3.10) satisfy the transformations for #, v, and v, .

To find the beam sizes one needs to remember that the amplitudes of beam motion
related to the corresponding eigen-vectors are governed by Eqgs. (2.11) and (2.10). Applying
Egs. (2.11), (3.1) and (3.12) one can parametrize the coordinates of the 4D ellipsoid interior:

XV, yo,v5) = Re(\/‘C"_IQII cosy, e +[e, ¥, siny e ) - (G194
The beam sizes (projections of 4D ellipsoid to the horizontal and vertical directions) are
determined by the maximum of x and y variations in Eq.(3.13) and are equal to

a, =\epf+t&l
ay :‘Vglﬂly +82ﬂ2y

Let us to write the equation describing the beam ellipsoid in the x-y plane (the projection of

the 4D-ellipsiod to the x-y plane) in the following form,

2 ~ 2
2
X 2axy Yy

(3.15)

- -=1-a’ (3.16)
a aa, a

X

y
one can find the parameter & by determining at which x coordinate the y coordinate in Eq.
(3.14) reaches the maximum. Comparing this result with the result following from Eq. (3.16)

one obtains™:
\I,Bbcﬂly & cosy, + '\/ﬁZxﬁZy &, CosV,
\/gllglx +&,0,, \/81:B1y + g2ﬂ2y

Comparing Egs. (3.15) and (3.17) to the second order moments presented in Appendix A
one can see that the above beam sizes coincide with the rms beam sizes of the Gaussian

distribution, and the parameter&@ can be also expressed as following @ = <xy> / 1/<xz>< y2> .

4. Derivatives of the Tunes and Beta-Functions

a = (3.17)

Let us consider the relations between the beta- and alpha-functions. A differential
trajectory displacement related to the first eigen-vector can be expressed as follows:

x(s +ds) = x(s)+ x'(s)ds = x(s) + (px (s)+ gy]ds =

Vo Re [\/ﬂu ® +[— o)) a6 eiv‘(s)]ds]e’(”l("“”l)
1x s

Alternatively, one can express particle position through the beta-functions at the new
coordinate s + ds:

@4.1)

11



x(s+ds) = Re(\/me#(m(wmw) )=

d - (4.2)
Ve Rel | VB ) + P i[5 (S e
2 ﬂlx (S)
Comparing both the imaginary and real parts of Eqs. (4.1) and (4.2) one obtains:
ap,
dsl =2a,, + R\ B, B, cosv, , |
(4.3
dS ﬂlx 2 1x
Similarly, one can write down equivalent expressions for the vertical displacement,
, R
y(s+ds)=y(s)+ y'(s)ds = y(s)+ (py (s)— Exjds =
4.4
iv(s) ZM(S) + aly (S) ivi(s) R =iy (s)+yy) ( )
\/g_lRe VB, (8) e —| ————=—¢"" +—/ B,.(5) |ds |e" """ ,
and
Ys +ds) =2 Rel | o) + — LUy [F(5) (dv, —da) e @ ||
2B, (5)
which yields:
dap
d—;y = —2a1y -R ﬂlxﬂly cosv,
(4.6)
du, dv, _u +£ P sinv,
ds ds B, 2\p,
Similar calculations carried out for the second eigen-vector yield,
dap
Fzy = —2a2y -R ﬂZX,sz cosv, ,
du, _1-u R |Py, sinv,
dS ﬂZy 2 ﬂZy (47)

d
% =2a,, + R\, f,, cosv, ,

du, dv, u g B, sinv,

ds ds  p, B
The time invariance requires that the direction of particle displacement corresponds to
the velocity sign, which requires that du,/ds, du,/ds, du,/ds—dv,/ds and du,/ds—dv,/ds be
positive. That immediately yields that in the case of zero longitudinal field # has to be in the
[0,1] interval. This statement is also valid in the case of non-zero longitudinal field. That
follows from the fact that the solenoidal edge focusing changes the geometrical coordinates

12



X but does not change the canonical coordinates X and, consequently, does not change u
(compare Egs. (1.4) and (B.3)).

Note that the relative contributions of x and y parts in the eigen-vector normalization
equation, V,"UV, ==2i,[=1,2 are proportional to # or 1-# Therefore parameter # can be

considered as a coupling strength. In the absence of coupling parameter # is equal to 0 (or 1
if x and y vectors are swapped). Nevertheless, in the general case, an equality » = 0 does not
mean an absence of coupling. As one can see from Egs. (3.8) and (3.10) the condition # = 0
requires 4, =A , and yields e = (4, +ix, )/(Ax —~ iKy) and " = (4, +ix, )/(Ay + i/(y).
These equations do not require auxiliary beta-functions 3, and £, to be equal to zero, and,
consequently, the condition #» = 0 does not automatically mean absence of coupling.
Although strictly speaking # cannot be considered as a coupling parameter it reflects strength
of the coupling and is a good value to characterize it in the most of practical cases. In
particular # = /2 corresponds to 100% coupling when the motion for both eigen-vectors is
equally distributed in both planes (see an example in Appendix B). In the case of small

coupling # << 1 (or 1-# << 1 if x and y vectors are swapped). By definition # < 1, and usually
value of # is between 0 and 1 (u € [O, 1]) but one needs to remember that it can be outside
this range. It is also useful to note that » does not change in a transfer line without coupling.
Actually, in the absence of coupling the x and y parts of the eigen-vector, V_and v , > are

independent and their normalization, V y+U V. , = {u, l—u}, does not change because the

determinants of the corresponding 2x2 matrices are equal to 1. Here U, is the 2D unit
symplectic matrix.

5. Representation of Transfer Matrix in Terms of Generalized Twiss Functions

One can derive a useful representation of the transfer matrix M, , = M(s,,s,) between
two points of a transfer line in terms of the generalized Twiss functions. Using the

definitions of eigen-vector and matrix \% (see Egs.(3.1) and Eq.(2.2)) one can derive the
following identity

V,$=M,V, . (5.1)
Here \71 and \72 are the V matrices given by Eq. (3.13) for the initial and final points. The

matrix S is
cosAu, sinAy, 0 0
—sinA COSA 0 0
S — Hy Hy ‘ ) (5.2)
0 0 cosAu, sinAu,
0 0 —sinAu, cosAu,

where Az, , is the betatron phase advances between points 1 and 2. Multiplying both sides of
Eq.(5.2) by the inverse matrix, \7171 = —WlTU , as given by Eq.(2.7), allows one to express

A

the transfer matrix, M, , in the form

M, =-V,SUV,"U . (5.3)
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In the case of the one-turn transfer matrix M the matrices V, and 'V, are equal and Eq.

A
p—

(5.3) simplifies. Explicit expressions of matrix M as well as matrices E and X are presented

in Appendix A.

6. Edwards-Teng Parametrization

The Edwards-Teng parametrization” is based on a canonical transform R which reduces
a 4x4 transfer matrix,

) P
M = { p} , (6.1)
q Q
to its normal modes form
M=RMR"' |, (6.2)
where
~ A 0
M= , (6.3)
0 B

and P, p, Q, q, A and B are 2x2 matrices. Teng suggested parametrizing a symplectic matrix

R as follows:

5 'Ecos¢ —D'sin ﬂ 64
| Dsing  Ecos¢
where E is the unit 2x2 matrix, and D is a 2x2 symplectic matrix,
a b
D= B d} , (6.5)

so that ad —bc =1. Thus, matrix R is parametrized by four parameters: 4, b, ¢ and @. Matrix

M describes the particle motion in new coordinates and can be parametrized by six Twiss

A

parameters. Finally, one obtains ten parameters to fully describe the transfer matrix M. The
six Twiss parameters f,, &, t, B, @, and g, are so called the Twiss parameters of the
decoupled motion. Edwards and Teng expressed them through the transfer matrix elements.

In the course of this section we will express them through the eigen-vectors. As will be
seen below, this procedure reveals the close relation of the two representations and sheds
additional light on the physical meaning of both parameter sets.

Expressing matrix M through M in Eq. (6.2) and substituting the result into Eq. (1.15),
one obtains

R'MRV, =1V, . (6.6)
Eq. (6.6) can be rewritten as

MYV, = AV, , 6.7)
where the vector

V. =RV, (6.8)

is the eigen-vector of matrix M. To determine matrix R = R(s) we take into account that

vectors V, represent decoupled motion; ze., the vector elements corresponding to another
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plane are equal to zero. Using the definitions of R, ¥, and expressing V, through the Twiss

parameters of the decoupled motion, one can rewrite Egs. (6.8) in the form:

VA

i+a,

VA,

0
0

0
0
VB
ita,

JB.

cos ¢ 0
0 cos @

“|asing  bsing

csing dsing

cos ¢ 0
0 cos ¢
asing bsing

csing dsing

—dsing bsing |

csin g
cos @
0

csing
cos ¢
0

—asing
0

cosg |

—asing
0

cosg |

VA,

B i(l —u)+ o,

VB
ﬂly eiv1

u+a,

VA

iv

V ﬂ2x eiVZ

—dsing bsing |

u+ta,,

VPa.
by

i(l—u +a,

iv,

y

B,

. (6.92)

(6.9b)

Egs. (6.9) represent eight scalar equations and they allow one to determine the parameters of

matrix R as well as the beta- and alpha-functions of the decoupled motion. Using the last
two equations in Eq. (6.9a) and the first two equations in Eq. (6.9b), we obtain the following

equations for matrix R parameters:

_i(l—u)+061xb _i_\/ﬁeiv1 _
t y >

ﬂxat
1 \)ﬂlx
i(l1-u)+a u+a,
ﬂxc_ L t yelvl:() N
1 t \/ﬂlx '\,ﬂly
e, .
2: € t - 2y 1_? = ’
ﬂZy
j : (11—
_we”@ + ﬂZy c, +mat =0
ﬂZx ﬂZy

Here the following notation was introduced: a, =atang, b, =btang, c, =ctan¢g and

d =dtang . Taking into account that a,, b,, ¢, and d, are real parameters, one can separate

the real and imaginary parts in Eq. (6.10). That yields the following four solutions:
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By, a,, sinv, +ucosv,

ﬂZx l_u

a, =
btz'\,ﬂlxﬁly% H
_cosvz[ah(l—u)—azy u]—sinv2 [u(l—u)+ azxazy]

o (l_u)vlgzxﬁzy ’

S, ucosv, +a, siny

d _ 1x 1 1y 1

t 1— >
ﬂly u

and four useful identities

'\,ﬂlxﬂly Sinvl Z'VﬂZxﬂZy Sian ’
'\,ﬂlxﬂZy (a2x sinv, +ucosv, ) =4/ /Bzxﬂly [0‘1): sinv, — (1 - “)COS Vl] 5
,/ﬂlxﬂzy (aly sinv, +ucosv1): ,/,Bzx,Bly [azy sinv, — (1 —u)cos vz] , (6.12)

(%X CosV, —usinv, )(l—u)—(azx sinv, +ucosv, )azy ~

\/ﬁzxﬁzy

(aly cosv, —usinv, Xl —u)—(aly sinv, +ucosv, )alx

'\/ﬂlxﬂly

The identities can be directly derived from the symplecticity of matrix V. Using Eq.(2.0)

(6.11)

one immediately obtains that VUV/U=-I. Using the explicit definition of the matrix v,
Eq.(5.1), and performing matrix multiplication, after some algebra, one obtains these
identities in the off-diagonal 2x2 block of the resulting matrix.

Using matrix D symplecticity and Eqs.(6.11), after simple algebra one obtains

tan’ p=a,d, —be, = IL . (6.13)
—Uu
That finally yields:
sing=+Ju . (6.14)

Now using the two first equations in Eq. (6.92) and the two last equations in Eq. (6.9b),
one obtains equations for the beta- and alpha-functions of the decoupled motion:
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JB = m_mefvldt_%emb, cosd
ly

i+a 1 u +a iu+a
- L= L [Bete, + ea, [cosg

N 5

iv, u+a x iv,
|5, =[ B,.e"a, —Tze b, +.B,, Jcos¢ ,
2x

i+a, u+a,, o d i(l_”)+a2y

B VB B,

After lengthy calculation employing identities (6.12), one finally reduces the above equations
to the simple form:

,B _ ﬂlx alx
| =

, O =

(6.15)

=| /B, e"c, — cos g

5

1—-u 1-u

ﬁZy a. = a2y

b

(6.16)

P = 1-u 1-u
As can be seen, although Eq. (6.14) yields four different values for angle ¢, while, other
clements of matrix R and the beta- and alpha-functions of the decoupled motion are
uniquely related to the generalized Twiss parameters.

The betatron motion in the normal modes representation can be written in the following
form

X(s) = M(0,5)X(0) (6.17)
where

M(0,s) = R(s)M(0, s)R ' (0). (6.18)
Edwards and Teng determined the phase advance of the betatron motion using a standard
recipe for the decoupled motion:

V.(s)e ™ = M(0,5)¥,(0) . (6.19)
Using the definition of matrix 1\7[(0,8) of Eq. (6.18), we can rewrite Eq. (6.19) as
V.(s)e™© = R(5) " M(0,5)R(0)¥,(0) = M(0,5)¥,(0) . (6.20)

As can be seen, the obtained equation coincides with the definition of betatron phase
advance of Section 4 (see Eq. (3.1) and below), thus proving that the betatron phase
advances for both parametrizations are the same.

Discussion

This article introduces further development of the coupled betatron motion
representation introduced in Refs. [6] and [7]. Our approach is based on a parametrization of
the 4x4 symplectic transfer matrix by introducing ten functions: four beta-functions, four
alpha-functions and two betatron phase advances, which we call the generalized Twiss
functions. The beta-functions have similar meaning to the Courant-Snyder parametrization,
and the definition of alpha-functions coincides with the definition for uncoupled motion at
regions with zero longitudinal magnetic field, where they are equal to negative half-
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derivatives of the beta-functions. The approach is based on the parametrization of
normalized eigen-vectors. Knowing the eigen-vectors, one can easily obtain the generalized
betatron functions employing Eq.(3.2). Egs. (3.2), (3.8) and (3.10) allow one to perform the
inverse operation of finding eigen-vectors from the generalized Twiss parameters. A useful
representation of a transfer matrix in terms of the generalized Twiss functions is also
introduced in Section 5.

A definition of 4D emittance is introduced for an ensemble of particles, whose motion is
contained in a 4D ellipsoid. A 3D surface of this ellipsoid is determined by particles with
extreme betatron amplitudes. Eqs. (2.8) and (A.2) determine the bilinear form = describing
this beam boundary. Consequently, the beam density distribution function can be written as

fx,p.y,p,)=AKEX-1) ,

in the case of KV-distribution, and as

[

2%
S, p,y,p,)=Aexp — S|

in the case of Gaussian distribution. The chosen normalization of the eigen-vectors, Egs.
(1.19), yields a simple relation between the beam emittances related to the eigen-vectors and

total 4D emittance, &,, = &&,. Knowing the bilinear form E or the matrix of second-order

moments X, = XX ;> one can compute corresponding beam emittances, eigen-vectors and,

consequently, generalized Twiss functions using Eqs. (2.19), (2.22) or Egs. (2.27), (2.28).

A comparison of the developed parametrization with the Edwards-Teng parametrization
provided additional insight for both parametrizations. First, it proved that the betatron
motion phase advances for both parametrizations are equal; Ze,. the betatron phase advance
for the Edwards-Teng representation is directly related to particle oscillations in the x or y
plane, depending on which plane a particular eigen-vector is referenced to. Second,
Edwards-Teng beta- and alpha-functions are simply related to the corresponding generalized

beta- and alpha-functions: B, = B,/ (l—u) , o, =a, (l—u), where # is the coupling

parameter directly related to the angle of Teng’s rotation, sin” ¢ =u .

Unlike the Edwards-Teng parameterization the Mais-Ripken parameterization (as well as
the parameterization developed in this article) allows one to obtain the unique solution for
the generalized Twiss parameters from the known ring transfer matrix or the eigen-vectors.
There are two linearly independent solutions in the case of Edwards-Teng parameterization.
On the contrary, if one needs to determine the transfer matrix from the 10 Twiss parameters
the Edwards-Teng parameterization yields the unique solution, while the parameterization
developed in this article yields four solutions. To choose a unique solution one additionally
needs to know which of two choices for # and v, (or V,) needs to be taken (see discussion
after Eq. (3.11)).

The presented parametrization has been proven useful for both analytic and numerical
analysis of coupled betatron motion in circular machines and transfer lines. Although we
considered only xy-coupled motion in the article we would like to note that all results
obtained in Section 2 are also applicable to three-dimensional particle motion. It is important
to note that although the canonical coordinates were used throughout the article, this issue
usually does not create complications in practical applications of the developed formalism
because the canonical and geometric coordinates coincide at regions with zero longitudinal
magnetic field. For example, the software developed by one of the authors for coupled-
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motion analysis always uses transfer matrices which start and end at points with zero
longitudinal magnetic field, and thus, the canonical and geometric coordinates always
coincide. Appendix B shows an example of analysis of how the strongly coupled motion for
the Fermilab electron cooling project has been analyzed with the developed formalism.

The anthors are grateful to Y. Chao, G. Krafft, L. Harwood and S. Cornelinssen for careful reading of
the manuscript and useful suggestions for improving clarity.

Appendix A. Explicit Expressions for Transfer Matrix, Bilinear Form and Matrix of
Second Order Moments

Performing matrix multiplication in Eq.(5.4) allows one to express transfer matrix
elements through the generalized Twiss functions:

MU = (1 —u)cos,u1 +a, siny +ucosu, +a, siny, (A.1.1)
Mlz =, siny + B, siny, , (A.1.2)
M A, [oqy sm(,ul +vl)+ucos(,u1 +v1 ]+ ﬂ[%y sinl ,u2 Vz) (1 u)cos(,uZ vz)] , (A.1.3)
1y 2y
AAIM =y ﬂlxﬂly Sin(ﬂl +V1)+\/ ﬂzxﬂzy Sin(ﬂz _Vz) 5 (A.1.4)
- (1-u) +al . u’+a;, .
M, =—————siny, ———=sinu, , (A.1.5)
n ﬂlx 1 ﬂZx ’
M22 = (1 - u)cos My +Ucos i, —a, sinp, —a, sinu, (A.1.0)

oy _Ni—uler, —uer, Jeod st +v))-lor. e, vl —ulfsin(es +v1)

23 Tx y

[uer, ~(1-u)as, Jcosl e, ~v,) -l 5, +udl—u)lsin(, ~v,)

JBB, ’
My, = ( (1—u)cos( 14 +11)—a, s1n<;4+v1)]+\//7[ucos<;e v)-asini,—v)] , (ALS)

M, = \f o, sin{gg ;) +(1-u)eos(sy v, )|+ \r [on, sin(us, +v, ) +ucodps +v,)] L (AL9)
A432 \’ ﬂlxﬂl) Sln(/ul Vl)+\j ﬂZxﬂZJ Sln(/’é +V2 > (AllO)

By

M., =ucosu, + (1 —u)cos,u2 ta,, sinu, +a,, siny, (A.1.11)
M, =p, siny + B, sing, | (A.1.12)
iy o= Jeod sy —vi)~lan, 1, +ud1—ufsin(s ;)
41— +
VBB,

(1~ e, Jecos(as, +v,)- [azx%y il —u)fsin(zs, +v,)

5.5, ’

(A.1.7)

(A.1.13)
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M,,= e [“COS(M V)= —a, Sin(t4 =) ] e [(l_u)cos(ﬂz"“/z)—azy sin(,u2+v2)] , (AL14)
1y 2y
X 2 2 1—u) 2
M, :—wsin,ul —Msin,uz : (A.1.15)
ﬂly IBZy
M44 =UCOS U, +(1—u)cos,u2 —Q,, Sinf, —a,, sing, . (A.1.16)

Similarly, using Eq. (2.13), one can express elements of the bilinear form describing the
particle ellipsoid in 4D space:

B (1-u) +a,’ . u'+a,’

E, = : (A.2.1)
&P &P,
& _Pu B
B, =422 , (A.2.2)
& &
2 2 2 2
- u +a l-u) +a
By = 2 +( f rar, : (A.2.3)
glﬂly gZIBZy
— ﬂl 132
By =t , (A.2.4)
& &
e S a a
B, =Hy =—t+—2 , (A.2.5)
& &
2 2 @, &
Ey=H,=—"+—"2 , (A.2.6)
& &
A oA [alxaly +u Jcos v, + laly 1 u) o, qum Vv,
=3 T = T
51\/ﬂ1xﬂ1y
, (A.2.7)
[ahazy +u ]cos v, + [a2 1- u) a,,u ]sm Vv,

mlﬂzxﬂzy

2 _a _ |By a,cosv,+(—u)sinv, |B,, a,, cosv, —usinv, A28
=14 T e T + > (A-2.8)
B 3 B &

A oA B, &, cosv, —usinvy, B, &, COsV, + (1-u)sinv,
=3 T Ep T B, + , (A.2.9)

8 ﬂZy 82

. Jﬂxﬂ cosv 1/,Bxﬂ cosv.
g, = ] e 2 . (A.2.10)

Finally, using Eq. (2.26), one can express elements of the second-order moments:

zA;n E<x2>=51ﬂ1x +&0, (A.3.1)
i = <xpx> Z =—50,, — &0, , (A.3.2)
_ 2 2 2 2
£.=(p))=¢ (1 ”)ﬂ T L Y ;a“ , (A3.3)
1x 2x
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i ,=(y)=¢ ﬂ1}+gzﬂ2y , (A3.4)

E<ypy> — 0‘1 —6, (A.3.5)
u’ +a (l—u)2 ta,’
w=(p) >: o, A = (A3.6)
213 = <xy> = 231 «/,leﬁly cosv, + &, B,. By, cosv, (A.3.7)
214 E<xpy = (usmv1 -a, COSVI) &, P (1 u)sinv2 +ta,, cosvz) ,
2y
(A.3.8)
5, = s __p [P s
= <ypx> ==& F; ((1 u)sm v, +a, cosvl)+ g, 5 (u sInv, —a,, cosvz) ,
1x 2y
(A.3.9)
i E<p py> _ i e (omy(l—u)—ozlxu)sinv1 +(u(1—u)+ Ollxaly)COSVI .
\, ﬂlxﬂly
(A.3.10)

(a2x (l - u)— azyu)sin v, + (u(l - u)+ a,,a,, )cos Vv,

'\,ﬂZxﬁZy

Appendix B. Generalized Twiss Functions for Axisymmetric Distribution Function

&,

To increase Tevatron luminosity, Fermilab is developing a high-energy electron cooling
device for the cooling of antiprotons®. Because of the high energy of the electron beam (~5
MeV), it is impractical to use the standard choice used in electron cooling devices for beam
transport where the beam moves in the longitudinal magnetic field the entire way from the
electron gun to the collector. Nevertheless the longitudinal magnetic field is still used for
beam focusing in the cooling section to cancel the beam defocusing due to the electron
beam space charge, and more importantly to prevent collective instability in the electron
beam. To neutralize the rotational motion of particles in the cooling section, the beam is
produced in the electron gun immersed in the longitudinal magnetic field. Consequently, the
beam transport is going to be quite sophisticated, with a large number of bends and focusing
elements. Taking into account that the space-charge effects are comparatively small
everywhere except the gun and the collector, it looks attractive to use the developed
formalism for beam transport analysis. Due to strong space charge effects the beam motion
in the gun should be analyzed by a specialized code, which calculates beam parameters at the
exit of the electrostatic accelerator. The rest of the transport where the space charge effects
are weak can be analyzed with the generalized Twiss functions, the initial values of which we
calculate in this appendix.

At the exit of the electrostatic accelerator the electron beam distribution is axially
symmetric, and before the beam leaves the magnetic field its distribution function is
uncoupled and can be described by the bilinear form
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Yo &% 0 0
_ lla, By 0 O
=, - L|% P , B.1)
&0 0 7 a
0 0 a A
where &, =r,\/mkT, / F, is the thermal emittance of the beam, 7. is the cathode radius, 7 is

the cathode temperature, Py and m are the particle momentum and mass, B, =a’/é&;,

o, =B,/ &, (dalds) and y, = (1 +a, )/ﬂo are the initial Twiss functions, and « is the

beam radius at the electrostatic accelerator exit. We imply here that # and r, can be different
due to focusing effects in the course of beam transport in the solenoid. After exiting from
the magnetic field the electrons will acquire angular momentum proportional to the radius,
and the distribution can be characterized by the bilinear form:

7o+ P B, a, 0 -0p,
=, -0’ E,0= 1| @ bo  Oh, 0 . B2
ér 0 DB, 7, +D°p, a,
-0p, 0 @, By
where
1 0 0 O
® - 0 1 & 0 , ®3)
0 0 1 0
-® 0 0 1

@ =eB/2F,c is the rotational focusing strength of the solenoid edge, and B is the solenoid

magnetic field.

To choose initial values for generalized Twiss functions® we use the axial symmetry of the
electron distribution function. This implies that the horizontal and vertical alpha- and beta-
functions are equal and #=1/2. Thus, we obtain for the eigen-vectors:

\/E B \/Eeivz

i+2a i+2a

iv,
e

.| 2B . _| 2B )
v, \/Eeivl , v, \/E . B.4)

i+20{e,-vl i+2a

28 BN

In this case the coefficients of Eq. (3.7) are

Kk.=K=1 and A=4-0, B.5)
which creates uncertainty in Eqs. (3.8) and (3.10) for #, v; and v,. To avoid this uncertainty
we will use primarily Egs. (3.4) and (3.5). Substituting Eqs.(B.4) into Eq.(3.4) yields

* We could use Eqs. (2.19) and (2.22) for computing the emittances and eigen-vectors and, consequently,
the generalized Twiss functions, but it would require significantly more complicated calculations than for
the procedure described below .
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e™M+e™ =0, (B.6)
while for Eq.(3.5) it yields an identity. The solution of Eq.(B.6)is v, = — v, + 2z (n + 1/2) .
As one can see there are an unlimited number of solutions for v, and v,. We will choose
v, =V, =7m/2 to reach a better symmetry for the eigen-vectors. Then, the matrix Vis
equal to:

|
S

. i
JB o B.7)

(24

1 1
BN

Using Eq. (2.13) (compare also with Eqs. (A.2)) we obtain the bilinear form,

440’ (1 1 11 11 1)]
— al —+— 0 — ———
4 \¢g ¢ g & 2l g &,
a[L+L] ,{;L} _l[L_LJ 0
g & g & 2\ g & . ®3)
11 1) 1+4a*(1 1 1 1
0 - ——— —+—| a—+—
2lg & 453 g & g &
pr r 0 JdLl.L gLl
2\ g &, g & & & )]

Comparing Eqgs. (B.2) and (B.8), one can express generalized Twiss functions through the
Twiss parameters of the beam distribution function in the magnetic field:

By

/= IR

SR
=
=

1]
I

a,

a=—F

2\1+@°p,°

(B.9)
& = ér
1 s

JI+ D287 —Dp,

&, = ér

JI+ @287 +Dp,

2 . . . .
One can see that &,&, = &, which verifies the conclusions of Section 2.

The developed formalism presents also a simple way to describe the vertex-to-plane
transform suggested by Derbenev!'. As it was presented above, the eigen-vectors of Eq.(B.4)

represent the vertex distribution function for v, = v, = 7/2, while for v, =0 and v, = 7 they

correspond to the uncoupled motion, in which x and y coordinates were rotated by 7z/4. The
transform from one to another set of the eigen-vectors can be performed with a matrix
representing a decoupled motion with betatron phase advances for the x and y planes
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different by 7/2. In the case if unequal emittances & and & the initially axial-symmetric

beam is transformed to an elliptic beam tilted by /4. If the focusing system is rotated by

7/4, the final elliptical beam is also rotated by the same angle due to the axial symmetry of
the initial distribution. The final beam has an uncoupled distribution function with the

emittances & and &, corresponding to the vertical and horizontal emittances.

el s

AW
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